
Single-turn Multi-turn

Series
WDGA

XXXX  
Flange size (mm) and type

absolute 36
58

           WDGA - XXXX - Ø - Resolution - Resolution - XX - X - X - X - X - XXX                                              
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A Servo flange (if Ø 36) 
   Syncro flange (if Ø 58)
B Clamping flange
C Round flange  
   (extended boreholes)
D Clamping flange  
   (heavy duty)
E Blind bore hollow shaft
F Clamping flange  
   (compact desgin)
J Servo flange  
   (extended shaft load and IP)
K Round flange
S Screw flange (if Ø 36)
   Clamping flange (if Ø 58      
   [Corrosion resistance])
V Clamping flange  
   (food and beverage)

Ø 
in mm

Ø Shaft
06
2Z
6.35   
[1/4“]
07
08
4Z
9.525 
[3/8"]
10
11
12
14
15

Single-
turn bit

01 - 16

Multi- 
turn bit

00 - 43 
„00“ if  
single-turn

CO  
CANopen

CJ  
CAN SAE J1939

CL  
CANopen lift

SI  
SSI
EI  

RS485
PN  

Profinet
EC  

EtherCat
EP  

Ethernet IP
IE  

Ethernet uni-
versal

IL  
IO-Link

A  
latest

Data  
protocol

Software  
status

B  
binary

G  
grey

Code Power 
supply

0 
4.75 - 32 VDC

without galv. isolation  
CANopen, SAE J1939, 

RS485 
-----------------

with galv. isolation 
SSI

10 - 32 VDC  
with galv. isolation 
CANopen, CANopen 
Lift, SAE J1939, all 
Industrial Ethernet

1
4.75 - 5.5 VDC 

SSI, RS485
3

18 - 30 VDC 
IO-Link

Galvanic 
isolation

0  
no
1  

yes

Electrical  
connection

Cable 2 m:  
shield not connected
K1 radial, IP40
K6 axial, IP20,  
with 8 cm loose wires

Cable 2 m:  
shield connected
L1 radial, IP40
L2 axial
L3 radial

Connector:
IB5 M12, axial, 5-pin
IC5 M12, radial, 5-pin
CB5 M12, axial, 5-pin
CC5 M12, radial, 5-pin
CB8 M12,  axial, 8-pin
CC8 M12, radial, 8-pin
CH8 M16, radial, 8-pin
C5 M23, radial, 12-pin
DB4 1x M8, 2x M12 axial,     
        4-pin / 5-pin / 4-pin 
DB5 2x M12 axial, 5-pin
SE9 D-SUB, axial, 9-pin

Bus cover:
BI2 3x M12 connector


